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Mounting
Ceiling 
Suspended
Body
in shockproof polycarbonate, self-
extinguishing V2, injection molded.

Stainless steel closing hooks

Casting seal in anti-aging material
Cable gland: PG 13,5
Light emission
Direct
Symmetric
Optical device
Diff user in self-extinguishing V2 
polycarbonate, UV stabilized, injection 
molded.
Light source
CRI > 80
Color tollerance: 3 Step MacAdam
Lifetime 50000 hrs (L80B10)
Wiring
Class Ist

Feeding 220~240V Ac 50-60 Hz
Perfomance data
Protection rate: IP65
Driver operating temperature:
-15°C a +50°C
Impact resistance: IK 08
Normatives
EN 60598-1
EN 60598-2-22
Photobiological safety
EN 62471
IEC/TR 62778
Exempt risk – GR 0
Directives
2014/35/UE
2014/30/UE
UPON REQUEST VERSION

Dimmable electronic 
ballast

DALI
1-10V
PUSH

Emergency unit

K Line mA lm W D L Kg m3  cod. ELE
4000 2 500 3551 22.5 136 660 1.6 0.010 6120NW25W-2

4000 1 500 4678 25.8 86 1270 1.7 0.012 6120NW25W-1

4000 2 1050 7895 49.9 136 1270 2.0 0.019 6120NW52W-2

4000 1 700 5709 32.8 86 1570 2.2 0.015 6120NW30W-1

4000 2 1400 10388 63.9 136 1570 2.5 0.023. 6120NW65W-2

/AZ61 6120

IP65 IK
08

MAC 
ADAM

3
CRI
> 80 50000 GR 0

Tutte le specifi che tecniche e i dati sono soggetti a modifi ca in qualsiasi momento e senza preavviso. All technical specifi cations and datas are subject to modifi cation at any time and without notice. 
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